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Welding Machines for Commercial & Industries 

Local made, world-class grade! 

Model: AC/DC ARC 300A  
ARC WELDING MACHINE 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Welds: Steel and Stainless Steel 
 
 
Applications 
✓ Tool/die Repair 
✓ Maintenance 
✓ Fabrication 
✓ Shipbuilding  
 
 
Technical Specification 
✓ Function: MMA Arc welding          
✓ Rated Input Power: 24 kVA, 13 kW 
✓ Rated Input Voltage: 415 VAC, 2-phase, 50 Hz    
✓ AC Output Current Range: 90 – 300 A   
✓ DC Output Current Range: 70 – 220 A  
✓ Rated Duty Cycle (10min): 50% 
✓ Rated Output Voltage: 32 VAC, 30 VDC 
✓ No Load Open Circuit Voltage: 75 VAC, 65 VDC 
✓ Dimension (L x W x H): 739 x 427 x 732 mm 
✓ Net Weight: 135 kg    
 
 
 
 
 
 
 
 
 
 
 

 
Package comes with: 
✓ Electrode holder with 2.5m cable  
✓ Earth clamp with 2.5m cable  
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Welding Machines for Commercial & Industries 

Local made, world-class grade! 

Model: ECO 350F  
MIG (MAG)/GMAW WELDING MACHINE    
 
 
 
 
 
 

                         
      
 
 
 
 

 
Applications 
✓ Automative 
✓ Maintenance Manufacturing 
✓ Construction 
✓ Ship Repairing  
✓ Metalworks 
 
 
General Specification 
✓ Power LED  
✓ O.T LED  
✓ Current Meter  
✓ Voltage Meter  
✓ Crater adjustable  
✓ Gas Check  
✓ Speed mode adjustable  
✓ No ball end design  
✓ Power switched on front panel          
 
 
Features   
✓ High OCV and slow feeding program combines 

with wire tip sharpening feature to ensure one 
time successful arc starting.  

✓ Preset function of welding voltage and welding 
current enables it to be user friendly.  

 
 
 
 
 
 

 
Technical Specification 
✓ Function: MIG, MAG, GMAW welding                      
✓ Rated Input Power: 15.8 kVA    
✓ Rated Input Voltage: 380 – 400 VAC ± 15%,  

3-phase, 50 Hz 
✓ Voltage Step: 2 x 10 steps                               
✓ Output Current Range: 60 – 350 A   
✓ Rated Duty Cycle (10min): 50% 
✓ Welding Voltage Range: 17 – 36 VDC 
✓ Wire Diameter: 0.8/1.0/1.2/1.6 mm 
✓ Dimension (L x W x H): 750 x 500 x 780 mm 
✓ Net Weight: 110 kg       
 
 
Package comes with: 
✓ Feeder unit with 3m feeder cable 
✓ Mig torch 350Amp  
✓ CO2 regulator  
✓ Earth clamp set  
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Welding Machines for Commercial & Industries 

Local made, world-class grade! 

Model: EVO MIG 202  
MIG/MMA WELDING MACHINE 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Light Industrial Applications  
✓ Suitable for shipyards, 
✓ Steel structure factory 
✓ Other large enterprise 
✓ Tool/die repair 
✓ Maintenance 
 
 
Processes: MIG / MMA 
Benefit:  
✓ MIG solid wire - Gas shield 
✓ MAG flux core - no Gas 
 
General Specification 
✓ Digital current meter display voltage  

for viewing of the actual and preset 
values for greater accuracy and  
repeatability in your welding  
procedure. 

✓ The Inverter technology will ensure welding 
current highly stable at grid voltage fluctuation 
and arc length changing. Arc is soft and can  
adjust automatically. 

✓ Applicable for welding steel, Stainless steel & Cast 
iron. 

 
 
 
 
 
 
 

 
Technical Specification 
✓ Power supply: 220/240 V 
✓ Frequency:   50/60 (Hz) 1 PH 
✓ Dimensions (mm): 390x180x280 
✓ Amperage Range: 30-200A 
✓ Open circuit: 50 V  
✓ Rated working: 15.5-24 V 
✓ Rated duty cycle: 30 % 
✓ Net Weight: 11 kg 
 
 
Package comes with: 
✓ MIG Torch 4 meter 
✓ Gas Regulator 
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Welding Machines for Commercial & Industries 

Local made, world-class grade! 

Model: EVO CUT120 AC  
HIGH DUTY CYCLE PLASMA CUTTING MACHINE     
 

 
 
      
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Applications 
✓ Shipyard 
✓ Steel structure factory  
✓ Other large enterprise 
✓ Tool/die repair 
✓ Maintenance 
 
 

 
General Specification 
✓ High Duty Cycle Cutting Machine. 

✓ Build In Compressor Inverter Air Plasma Cutting 
Machine 

✓ Processes: Plasma/MMA 
✓ Cut-120 cutting machine with external air input 

and internal air pump is three phase or 3 – 415 
VAC, 50Hz, constant current (CC) output power 
sources especially design for the air plasma arc 
cutting.  

✓ All the controls and adjustment knob of the 
cutting power source are placed on the front panel 
for easy operation.  

✓ Output current of the CUT-120 cutting machine 
can be adjusted by a cutting current adjustment 
knob between 30-120A.   

✓ Cutting cable, the torch, earth cable and gas hose 
can be easy connected to the power source.  

✓ CUT-120 is very good selection for big thickness 
metal (up to 35mm) cutting. It is also a very good 
choice for stainless steel and metals cutting. This 
machine should be selected for high duty cycle 
cutting. 

 
 
 
 
 
 
 
 

 
Technical Specification 
✓ Power supply:  415VAC ± 15% (3 Phase)  
✓ Frequency: 50 Hz 
✓ Input Power: 19.4 KVA 
✓ Output Current: 120 A 
✓ Output Voltage: 128 V 
✓ Rated Duty Cycle: 60 % 
✓ MMA: 240A 
✓ Efficiency: 0.85 
✓ Power Factor: 0.93 
✓ Insulation Grade: F 
✓ Degrees of Protection: IP 23 
✓ Net Weight: 57 KG 
✓ Dimensions (MM): 650 x 360 x 630 
 
Package comes with: 
✓ Plasma Cutting Torch LT150 
✓ Earth Clamp 
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Welding Machines for Commercial & Industries 

Local made, world-class grade! 

Model: EVO TIG 200  
TIG (GTAW) WELDING MACHINE 

 
 
 

 
 
 
Applications  
✓ Light Industrial  
✓ Precision Metal Fabrication 
✓ Maintenance and Repair 
✓ Light Manufacturing 
✓ Tube and Pipe 
 
 

 
General Specification 
✓ EVO TIG 200 welding machine adopt the latest 

pulse width modulation (PMW) technology and 
insulated gate bipolar transistor (IGBT) power 
module, which can realize TIG operation and 
change work frequency to medium frequency so 
as to replace the traditional hulking work 
frequency transformer with the cabinet medium 
frequency transformer. Thus, it is characterized 
with portable, small size, light weight and low 
consumption. 

✓ EVO TIG 200 welding machine have MMA 
operation with hot start and arc force function, are 
suitable for all position welding for various plates 
made of stainless steel, carbon steel, alloy steel, 
titanium etc, which is also applied to pipe 
instalment mould mend, petrochemical, 
architecture decoration car repair bicycle, 
handicraft and common manufacture. 

 
 
   
 
 
 
 
 
 
 
 
 
 

 
Technical Specification 
✓ Function: TIG, MMA welding   
✓ Rated Input Power: 5.2 KVA (TIG),  

6.5 kVA (MMA) 
✓ Rated Input Voltage: 240VAC, 1-phase, 50 Hz 
✓ Rated Working Voltage (VDC): 17.6 (TIG),  

26.4 (MMA) 
✓ Output Current Range: 10 – 190 A (TIG), 20 - 160 A 

(MMA)  
✓ Output No-load voltage (V) : 62 
✓ Duty Cycle: 60 %  
✓ Efficiency: 0.85 
✓ Power Factor: 0.76 
✓ Insulation Grade: F 
✓ Ignite Mode: H.F 
✓ Protection Grade: IP 23 
✓ Weight: 5.3kg 
✓ Dimension (L x W x H): 280 x 160 x 240 mm  
 
 
Package comes with: 
✓ WP-26 TIG Torch (6 Meter) 
✓ Clamp With Cable 
✓ Gas Hose 
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Welding Machines for Commercial & Industries 

Local made, world-class grade! 

Model: IG 302S  
INVERTER MMA ARC (SMAW) WELDING MACHINE 
 
 
 
 
 

 
 
Applications  
✓ Military industry 
✓ Steel structure factory 
✓ Petroleum Industry 
✓ Shipbuilding 
✓ Other large enterprise 
✓ Maintenance 
 

 
Features 
✓ Process Mode: MMA/LIFT TIG/VRD 
✓ Extra Function: Automatic arc force, hot start & 

anti-stick for greater control and ease of use. 
✓ Weight: Low weight and versatility. 
✓ Protections: Equipped with temperature, voltage 

and current sensor for high protection. 
✓ Generator friendly: Designed to work with diesel 

generators and to avoid failures due to its voltage 
spikes. 

✓ Digital display: Digital current display meter for 
accurate pre-setting and feedback of welding 
parameters & output. 

 
 
Technical Specification 
✓ Power supply: 240V 1Ph 
✓ Frequency:   50/60 (Hz)  
✓ OCV: 64 
✓ Rated Input: 14.9 KVA 
✓ Rated output voltage: 32 V 
✓ Rated Output Current: 300 A 
✓ Duty cycle: 60%  
✓ Efficiency: 0.85 
✓ Power factor: 0.76 
✓ Insulation grade: B 
✓ Protection grade: IP 21S 
✓ Net Weight: 13 Kg 
✓ Dimensions: 560 x 430 x 510 mm 
 
 
 

 
Package comes with: 
✓ Electrode Holder 2m 
✓ Earth clamp 2m 
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Welding Machines for Commercial & Industries 

Local made, world-class grade! 

Model: TIG 315 AC/DC  
INVERTED AC/DC PULSE TIG WELDING MACHINE 

 
 

 
 
 
Applications 
✓ Automative 
✓ Vessel/ Tank 
✓ Boiler Fabrication 
✓ Home & Farm Use 
✓ Ship repairing 
 
 
 
 
 

 
Functions 
✓ Function: TIG, MMA welding 

✓ AC constant current TIG 
✓ AC pulse TIG 
✓ DC constant current TIG 
✓ AC pulse TIG 
✓ Manual mental-arc welding  
✓ For welding: carbon steel, SUS, aluminium and 

aluminium alloy. 
 
 
Features 
✓ TIG AC/DC welder, IGBT with pulse 
✓ Weld all types of electrodes  
✓ Force air cooling mode 
✓ Energy saving & portable design. Scratch MMA 

available 
✓ Safe usage through high insulation techniques.  
✓ IP21 Protections class 
✓ High frequency arc methods technology. 
 
 
Package comes with: 
✓ WP18- TIG Torch  
✓ Argon Regulator 

  
 

 
Technical Specification 
✓ Rated Input Power: 13 kVA 
✓ Output Current Range: 12 – 315 A 
✓ Rated Input Voltage: 3-phase, 380VAC ± 15%,  

50 Hz 
✓ Input Current: AC 17.8 A / DC 17.2 A 
✓ No load voltage: 60 VDC 
✓ Operating voltage: 22.6 VDC 
✓ Output Current: 12-315 A 
✓ Duty cycle: AC 30% / DC 40% 
✓ Efficiency: 85% 
✓ Power factor: 0.88 
✓ Insulation grade: H 
✓ Pulse Frequency (High): 15 - 450 Hz 
✓ Background Current: 10 - 315 A 
✓ Time For Slow increase current: 0 - 10 s 
✓ Exhaust time: 0.5 - 10 s 
✓ Net Weight: 31 kg 
✓ Dimension (L x W x H): 58.5 x 41.0 x 33.5 cm 
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Welding Machines for Commercial & Industries 

Local made, world-class grade! 

Model: IG 400  
INVERTER MMA ARC (SMAW) WELDING MACHINE 

 
 
 

 
 
Applications 
✓ Light Industrial Applications  
✓ Precision Metal Fabrication  
✓ Maintenance and Repair 
✓ Light and Heavy Manufacturing 
✓ Tube and Pipe 
✓ Vocational School/Institute 
 

 
Features 
✓ Inverter MMA welding, stick welding power 

source 
✓ Processes: MMA / Lift TIG Mode 
✓ Digital current meter display voltage for viewing of 

the actual and preset values for greater accuracy 
and repeatability in your welding procedure. 

✓ The Inverter Technology with Voltage Reduce 
Device (VRD) safety, will ensure welding current 
highly stable at grid voltage fluctuation and arc 
length changing. Arc is soft and can adjust 
automatically. Adopt advanced inverter and IGBT 
technology, very stable welding current. 

✓ Applicable for welding all kind of ferrous metal, 
such as low carbon steel, medium carbon steel 
and alloy steel, etc. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Technical Specification 
✓ Rated Input Power: 18.2 kVA  
✓ Output Current Range: 40 – 400A  
✓ Rated Input Voltage: 3-Phase, 415 VAC, 50 Hz  
✓ Rated Output: 400A at 36V  
✓ Insulation / protection Grade: F / IP 23  
✓ Efficiency: 0.85  
✓ Power Factor: 0.93  
✓ Duty Cycle: 60%      
✓ Protection Grade: IP 23 
✓ Net Weight: 20 kg  
✓ Dimensions (L x W x H): 570 x 250 x 450 mm 
     
 
Package comes with: 
✓ Electrode Holder with Cable  
✓ Earth Clamp with Cable  
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Welding Machines for Commercial & Industries 

Local made, world-class grade! 

Model: IPS 120  
INVERTED PLASMA CUTTING MACHINE  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Applications 
✓ Low-carbon steel 
✓ Stainless steel 
✓ Aluminium 
✓ Other non-ferrous metals 
 
 
 

 
Features 
✓ Inverted plasma cutting machine 
✓ The IGBT soft switch inverter is small and light and 

convenient for movement 
✓ Self-locking/non-self-locking function 
✓ The arc energy is highly centralized, with a narrow 

cutting mouth, little adhering slag and straight 
cutting plane  

✓ It is an efficient and energy-saving equipment with 
the high-power factor 

✓ It has the rich numerical control and robot 
connection port and has the ports of short-circuit, 
gas shortage, water shortage and successful arc 
striking and arc voltage 

✓ The remote control and close control can be 
selected haphazard 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Technical Specification 
✓ Rated Input Power: 25.7 kVA                                     
✓ Rated input voltage: 380VAC ±10%, 3-phase, 50Hz  
✓ Rated input capacity (KVA): 25.7 
✓ Rated input current (A): 39 
✓ Rated output voltage (V): 128 
✓ Output current range (A): 30-120  
✓ Output no-load voltage (V): 345 
✓ Rated load sustainability (%): 100 
✓ Ancillary welding machine: 141 
✓ Air pressure of welding machine (MPa): 0.45-0.55  
✓ Maximum cutting thickness of carbon steel (mm): 

35 
✓ Optimal cutting thickness of carbon steel (mm): 1 - 

18 
✓ Cutting gas flow (L/min): 250 
✓ Pilot arc mode: HF arc  
✓ Shell protection grade: IP21S  
✓ Insulation grade: H/B 
 
 
Package comes with: 
✓ Plasma torch 130Amp  
✓ Earth clamp set  
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Welding Machines for Commercial & Industries 

Local made, world-class grade! 

Model: EVO 500  
MULTI PROCESS WELDING MACHINE 

 

 
 

 
 
Welds:  
✓ Steel  
✓ Stainless Steel  
✓ Aluminium  
✓ Copper  
✓ Brass  
✓ Titanium  
✓ Casting 

 
Applications 
✓ Automotive  
✓ Manufacturing  
✓ Metalworks  
✓ Construction  
✓ Fabrication  
✓ Shipbuilding 
 
General Specification 
When your job requires to work will multiple welding 
processes, the WIM EVO 500 is the answer to your 
problem. Why tolerate with two or three ancient, 
inefficient power sources when a single multi-process 
EVO 500 makes better sense? The EVO 500 is a heavy 
duty (IGBT) inverter power source that can do it all. 
MMA /MIG/ Flux Cored / TIG / Gouging, as well as DC 
HF TIG and Portable Wire Feeder with optional 
controls. 
 
Advantages of EVO 500  
✓ Multi-Function Welding Process – IGBT Inverter 
✓ The CC/ CV selector switch provide a multi-

function welding process: MMA (CC), TIG (CC), 
MIG (CV), Sensing Feeder (CV).  

✓ A built in three-phase over and under voltage 
protection enable the machine to protect itself 
from human error. 

✓ Produces stable arc and low input current draw.  
✓ Digital Amps display meter for easy setting and 

more precise control. (Only for DC process).  
✓ Auto Hold function available on wire feeder. 

(optional).  

 
✓ Input Voltage Compensation keeps the welding 

parameters constant even when the input voltage 
change + 10%. 

✓ Thermal Overload Protection allows internal 
components to be protected from damages. This 
will allow the machine to shut down automatically 
is the duty cycle is exceeded or air flow and 
cooling are restricted. 

 
Technical Specification 
✓ Function: MMA, MIG, TIG 
✓ Rated Input Power: 24.5 kVA 
✓ Output Current Range (CC): 15 – 500A 
✓ Idling Input Current: 0.25 A 
✓ Power factor: 0.96 
✓ Max. OCV (CC): 75 VDC 
✓ Rated Cycle 70%: 500A / 40V  
✓ Rate Cycle 100%: 400A / 36V 
✓ Input voltage: 380/415 VAC ± 10%, 3-phase, 50 Hz 
✓ Weight: 70 kg 
✓ Dimension (L x W x H): 385 x 630 x 545 mm 
 
Package comes with: 
✓ MIG Torch P500  
✓ Heater Regulator 220V  
✓ Feeder unit with 3m feeder cable  
✓ Electrode holder with 2m cable  
✓ Earth clamp set  
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Welding Machines for Commercial & Industries 

Local made, world-class grade! 

Model: ITG-400P AC/DC (AIR COOLED) 
INVERTER TIG AC/DC PULSE ARGON WELDING 
MACHINE 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Technical Specifications 
✓ Rated input voltage/frequency: 3-phase 

380V (+/-) 10% 50 Hz  
✓ Rated input capacity (KVA): 17.7  
✓ Rated input current (A): 26  
✓ Rated load sustainability (%): 60  
✓ Output no-load voltage (V): 70  
✓ Output current range (A): 5 ~ 400  
✓ Arc starting current (A): 10 ~ 400 
✓ Peak current (A): 10 ~ 400  
✓ Arc stopping current (A): 10 ~ 400 
✓ Time of current-increasing (S): 0.1 ~ 10 
✓ Time of current-decreasing (S): 0.1 ~ 15 
✓ Pre-flow time (S): 0.1 ~ 15 
✓ Lagging time of gas-stopping (S): 0.1 ~ 20 
✓ Pulse frequency (Hz): 0.2 ~ 20 
✓ Pulse duty (%): 1 ~ 100 
✓ AC frequency (Hz): 20 ~ 200 
✓ Adjustment of cleaning area (%): -40~40 
✓ TIG pilot arc style: HF arc 
✓ Thrust current (A): 50 - 400 
✓ Cooling mode: Air Cooled  
✓ Shell protection grade: IP21S  
✓ Insulation grade: H/B 

 
 
 
 
 
 
 
 

 
Package comes with: 
✓ TIG torch  
✓ Argon regulator  
✓ Head shield 
✓ Welding glove pair 
✓ Earth clamp set  
✓ Electrode holder with 2.5m cable  
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Welding Machines for Commercial & Industries 

Local made, world-class grade! 

Model: ITG-500P AC/DC (WATER COOLED) 
INVERTER TIG AC/DC PULSE ARGON WELDING 
MACHINE 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Technical Specifications 
✓ Rated input voltage/frequency: 3-phase 

380V (+/-) 10% 50 Hz  
✓ Rated input capacity (KVA): 25.7  
✓ Rated input current (A): 39  
✓ Rated load sustainability (%): 60  
✓ Output no-load voltage (V): 79  
✓ Output current range (A): 20 ~ 500  
✓ Arc starting current (A): 20 ~ 500 
✓ Peak current (A): 20 ~ 500 
✓ Arc stopping current (A): 20 ~ 500  
✓ Time of current-increasing (S): 0.1 ~ 10 
✓ Time of current-decreasing (S): 0.1 ~ 15 
✓ Pre-flow time (S): 0.1 ~ 15 
✓ Lagging time of gas-stopping (S): 0.1 ~ 20 
✓ Pulse frequency (Hz): 0.2 ~ 20 
✓ Pulse duty (%): 1 ~ 100 
✓ AC frequency (Hz): 20 ~ 100 
✓ Adjustment of cleaning area (%): -40~40 
✓ TIG pilot arc style: HF arc 
✓ Thrust current (A): 50 - 500 
✓ Cooling mode: Water Cooled  
✓ Shell protection grade: IP21S  
✓ Insulation grade: H/B 

 
 
 
 
 
 
 
 

 
Package comes with: 
✓ TIG torch  
✓ Argon regulator  
✓ Head shield 
✓ Welding glove pair 
✓ Earth clamp set  
✓ Electrode holder with 2.5m cable  

 
 
 


